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       Monitoring pumping stations 

•The SCADA system was projected using the 
IGSS platform and monitors the network’s oper-
ating parameters and it automatizes the equip-
ment in water pumping stations.  
 
•The information available in the SCADA applica-

tion is stored in databases, thus making availa-
ble the visualizing of:  
 
 Detailed reports. 
 Real-time or historic-values charts. 
 Event Logs. 
 Alarm Logs.  
 
 

•The system allows the receiving of commands 
for the alteration of the functioning and control 
regime.  



The monitoring component 

        Objectives 
 
The monitoring of pumping 

stations; 
 

The map visualization of the 

list of pumping stations.  

 
Map display of the station’s 

condition, alerts and monitor-
ing.  

 

 
 

The possibility of monitoring and visualizing indexes read in 

the monitoring-module. 

 
 Setting alerts, alert-messages, as well as danger-thresholds. 

  
Transmitting simple commands to the station (stop, start 

etc.). 
 
 

G R E E N  S C A D A  

 The monitoring component represents a more-detailed 

look on the station’s parameters. 
 

 In the monitoring zone you can track: 
 

 The indexes of analogic devices. 
 

 The state of digital devices. 
 

 The launched commands. 
 

 Quadrants with the discharge and suction 
pressure. 

 
 A historic for the values of digital or analogic 

devices in the form of charts. 



The Map Monitoring Component  

•The GIS monitoring-component 

for all stations.  
 

This component allows the user to 
see a list of the pumping stations, 

and it allows the visualization of dif-
ferent parameters of any station se-

lected on the map (for example, dis-
charge pressure and suction pres-

sure). 

  The Alerts Content 
 

 
•The alerts component permits 

the setup of the parameters of 
digital devices for which an 

alert-messages display is 
wanted.  
 
 

 

 
 

 
For the analogic devices, a su-

perior and inferior threshold 

can be set, and whenever one 
of them is surpassed, the ap-

plication can send a warning 
email to a pre-established ad-

dress.  

+40-232-220.696 

www.greensoft.com.ro 
office@greensoft.com.ro 

Iași, Calea Chișinăului, nr 23, et. 1 
Romania 

http://www.greensoft.com.ro/

